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( START ) 



PROVIDING THE MOTHERBOARD 



I 



MOUNTING THE SOCKET ON THE MOTHERBOARD 
TO RECEIVE THE ARRAY OF SIGNAL PINS OF 
THE CPU OR IC TO BE TESTED 



FORMING THE FLOATING SUSPENSION SYSTEM 
TO ALLOW THE CONNECTOR TO SELF-ALIGN AND 
CONNECT TO THE TAB ON THE CPU OR IC 
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DISPOSING THE MOTHERBOARD 
IN THE MOTHERBOARD CHASSIS TO 
PROVIDE SIGNAL AND POWER 
CONNECTIONS TO THE 
MOTHERBOARD 



CONNECTING THE MOTHERBOARD 
CHASSIS TO THE TESTER OR 
SYSTEM TEST EQUIPMENT 
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CONNECTING THE MOTHERBOARD 
CHASSIS TO THE POWER SUPPLY 
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FORMING THE INNER FRAME 



m 



AHACHING THE PLURALITY OF 
PLUNGER ASSEMBLIES TO 
THE INNER FRAME 



MOUNTING THE CONNECTOR TO 
THE INNER FRAME 
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FORMING THE OUTER FRAME 



AnACHING THE CABLE INCLUDING 
A PLURALITY OF CONDUCTORS TO 
THE CONNECTOR 



MOUNTING THE BANK OF 
CAPACITORS TO THE INNER FRAME 



ATTACHING THE CABLE TO THE 
BANK OF CAPACITORS 



DISPOSING THE INNER FRAME 
WITHIN THE OUTER FRAME 
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